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A virtual network built from secboxes can 
be used to send and receive data, voice, 
video files or any other digital data 
stream. You can make Internet phone 
calls securely, without being afraid that 
someone taps the line; build a worldwide 
private intranet, and connect securely 
and instantly to this intranet anywhere 
in the world, enjoying the security of the 
biometric authentication.

The secbox is an intelligent network 
communication device capable of 
building a private, closed and secure 
virtual network over the Internet. The 
endpoints of this network are the secbox 
devices, which use the Internet as trans-
mission media. 

MVCN-enabled device

Broadband LAN/WAN ports

Peer-to-peer operation

USB connectivity

Diagnostic LCD display

Biometric user authentification

Built for scalable, user-friendly 
network management under 
extreme security environments

Easily connect to any part of 
the network for instant
security benefits

The decentralized network
infrastructure enables 
fast and secure access

Connect USB devices for added 
network storage and instant 
data sharing

A 128x32-pixel LCD display 
informs the user of status, 
activity and error information

Users can be identified with 
their fingerprint to prevent
unauthorized access to the device

The easy-to-use answer to your 
extreme security needs
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Environment

Embedded operating system Security Enhanced Linux

Operating platforms (PC) Platform-independent 
(Mac, Linux, Windows)

Hardware Industrial grade compact 
hardware

Management

Firmware upgradeable yes

Full remote management yes

Biometric authentication yes

Networking

Max. bandwidth 5 Mb/s

DHCP server/client yes

PPPoE for DSL no

Supported protocols HTTP, HTTPS, FTP, SFTP, 
SSH, Telnet, SNMP, FISH, 
SMB, NTP, RSYNC, SIP

Connectivity

Ethernet WAN/LAN: 10/100 Mbps

USB 1 USB host + 1 USB device

Serial port no

HSDPA/UMTS modem support yes

Wifi USB dongle support no

Security

Trusted Platform Module yes

Tamper protection no

Storage

Built-in storage no

Diagnostics

LEDs MVCN, CPU load

LCD (pixel) 128 x 32

Power

Input USB cable or 5V DC

Consumption 2.1 W

Operating conditions

Temp 10 – 40 ºC

Humidity 10 – 90% (non-condensing)

Dimensions and design

Dimensions 145 x 95 x 30 mm

Weight 126 g

Case durable plastic

Warranty 2 years
Compliance

CE yes

Made in EU yes

RoHS yes

Technical Data

MVCN status 
LED

CPU load
indicator LED

Fingerprint 
reader
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USB port 
(3G/storage)

USB port 
(Power or USB-LAN)

Power input
(5V DC) 


